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book, smeared with paste, and then stretched successively
over the back and the two sides, after having taken off the
four angles, and indented and platted the cover at the
head band. When thus far finished, the book is covered
and bound between two bands, and set aside to dry. It
is afterwards washed with paste-and-water, and then
sprinkled with a brush, unless it is to be marbled, which
is done by making spots with vitriol. The book is then
glazed with the white of egg, and lastly polished with
a hot iron. The letters and ornaments are made with
gilding tools, or brass cylinders, rolled along by a handle :
to apply the gold, the leather is glazed with a liquor niacle
of the white of eggs diluted with water, and when nearly
dry the gold is laid on. Such is the process when a book
is full bound; but books are sometimes only sewed, and have
a paper cover. Sometimes the boards are covered with
paper or cloth only, when they are said to be in boards ;
some books have a leather covering on the back, extending
a small way over each side, when they are said to be half
bound.

Of late years great taste has been exhibited in cloth
bindings, by weaving cotton cloth in a special way for this
purpose, and subsequently stamping it by means of rollers,
so as to resemble the texture of leather, or any fancy
pattern. IndiaruVber binding has also been introduced, to
increase the flexibility of the backs of books.

MANUFACTURE OF POTTERY AND
PORCELAIN.

According to some authorities it was in the seventeenth
century that the first small works were established in